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Heavy duty series for Multi-copter

Item NO. FF&RmD)

RPM/V (KV) (KV{E)

Weight w/o wires(g) (E&)
Diameter(mm) (&%)

Length(mm) ()

Diameter of Shaft(mm) (=)
Propeller mounting holes

[Pitch, Size] (mm) GezE7L5E)
Motor mounting holes

[Pitch, Size] (mm) (Bix%%FL5E)
Slots,Poles (k%)

Idle Current(lo) @10V(A) (=#EEi)
Resistance(Ri)(mOhm) (E5F8)
Nominal Voltage(V) &iEEF)
Cruising power(W)[30 mins] (&#iIh=s)
Bursts current(A)[30s] (&)
Peak power(W)[30s] (I&{&Th=)
Input Wire (&)

Recommended ESC (i3i&s8)
Propeller (igiesLFE)

Propeller adapters (#@ieiEfaS)
Centrifugal fan (EBOXNERLT)
Dynamic balanced rotor (&Fz1)
Heavy duty design (kfa#igit)
Water & dust proof (Fhzkpi4)
Maintenance free (sa4:F)

Weight of Quad-copter(kg)(4ihEE)
Weight of Hex-copter(kg) (64HEE)
Weight of Oct-copter(kg) (84HEE)
Memo (&i¥)

Motor @ Optimum Efficiency
RIENE

Current(s2i%): 38.52A
Voltage(FE[E): 21.63V 250
Revolutions(#i): 6327rpm
2
Electric Power(@A\Ih=): 833.1W 00
Mech. Power(#HI=): 698.7W 150
Efficiency GA=): 83.9% 100
@ el. Power [in 5W] 50
(2Efficiency [%]
[ ®max. Revolutions [in 100rpm] 0

B ®waste Power [W]
(®Motor Case Temp. [°C]

Voltage |Propeller| Throttle | Current (DC)
) (RPM) (%) (A)
30 2.2

XM7015HD-5

51450

330

350

69

39.5
IN:8.0, Out:4.0
(A)15mm, 4-M3
(B)20mm, 4-M4

30mm, 4-M4
24, 28
1.8
42
22.2V, 6S Lipo
810
67
1480
16AWG, 800mm
PCU 60
MRP 20"
Yes
Yes
Yes
Yes
Yes (IP34)
Yes
9.0
135
18.1

Dimensions

XM7015HD-11

51451
150 High Voltage

350

69

39.5
IN:8.0, Out:4.0
(A)15mm, 4-M3
(B)20mm, 4-M4

30mm, 4-M4
24, 28
0.6
98
30-51V, 10-12S Lipo
1020
42
1850
16AWG, 800mm
PCU 80HV
MRP 20-22"
Yes
Yes
Yes
Yes
Yes (IP34)
Yes
11.3
17.0
22.7

For business aerial photography
and agriculture spray

XM7015HD (330KV)

Propeller Dualsky MRP 20X6

Motor Characteristic at Full Throttle

——

0 5 10

2000 . 22.2 49.5
2400 36 37 22.2 81.2

2800 43 57 221 125.1

3200 49 83 22.1 183.4

3600 56 11.8 221 2586

22.2V 4000 63 16.1 22 3531
(6S LIPO) 4400 70 215 219 469.2
4800 77 28 21.8 609.5

5200 85 359 21.7 776.6

5600 92 45.2 21.6 9731

5970 100 56.1 215 1199

XM7015HD (150KV High Voltage)

Motor @ Optimum Efficiency
S ESVES
Current(E2if):
Voltage(EBJE): 43.77V
Revolutions(&3E): 5992rpm
Electric Power(t \IH=R): 1004.4W
Mech. Power(tiHIn=): 891.2W
Efficiency GEX): 88.7%

22.95A

a

) el. Power [in 10W]
fficiency [%]
(®max.Revolutions [in 100rpm]
@waste Power [W]
Il ®Motor Case Temp. [°C]

Ampere

15 20 25 30 35 40 45 50 55 60 65

Volage (DC) | el. Power | Effic Thrust |Spec. Thrust
V) (W) ( ) (/W)

iency

%)

75 641 13.0

79 923 114
815 1257 10.0
82.9 1641 8.9
83.7 2077 8.0
84.1 2564 7.3
84.3 3102 6.6
84.2 3692 6.1

84 4333 5.6
83.8 5026 5.2
82.7 5712 4.8

Propeller Dualsky MRP 22X7

Motor Characteristic at Full Throttle
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Propeller| Throttle | Current (DC) | Volage (DC) | el. Power | Efficiency| Thrust |Spec. Thrust
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930
1339
1822
2380
3012
3718
4499
5354
6283
7288
7591



